
Standardly offered
variations of packers

Division of grouting packers by construction:

OPK - Grouting steel packer combi

OPD - Grouting steel packer with double-casing

thrust piece with round head nipple

Standard OPK packer: screw without head, ended with a tension nut, clamping rubber, thrust piece, round head 
nipple.

Internal screw without head

tension nut clamping rubber

Standard OPD packer: screw without head, ended with a tension nut, clamping rubber, round head nipple with coupling 
sleeve. 

distance tube tension nut

round head nipple

round head nipplescrew without head

tension nut

clamping rubber



Drilled hole Ø 8 mm

Drilled hole Ø 12 mm

Drilled hole Ø 14 mm

Drilled hole Ø 16 mm

Drilled hole Ø 18 mm

Drilled hole Ø 20 mm

Screw with 
wide head

Double
rubber

L DG T V BG AM DV P6 P8 mP VK
Rubber with 

soft protrusions
Rubber with  

rough protrusions
Rubber with  
inner braid

Aluminium  
nut

Double valve
(one-day packer)

Flat head nipple 
M6 (16 mm)

Flat head nipple 
M8 (16 mm)

Flat head nipple
small (10 mm)

nipple with  
loose ball 

Name of the packer
(Standard)

Length  
of rubber

OPK 10-70-M-5

OPK 10-90-M-6

OPK 10-100-M-5

OPK 10-100-M-6

OPK 10-110-M-5

OPK 10-110-M-6

30 mm

30 mm

40 mm

35 mm

30 mm

35 mm

OPK 12-70-M-6

OPK 12-90-M-6

OPK 12-100-M-6

OPD 12-115-M-6

30 mm

30 mm

40 mm

30 mm

OPK 13-70-M-6

OPK 13-90-M-6

OPK 13-100-M-6

OPK 13-110-M-6

OPK 13-120-M-6

OPK 13-150-M-6

OPK 13-160-M-6

OPK 14-70-M-6

OPK 14-100-M-6

OPK 14-100-M-8

OPD 13-115-M-6

APD 13-110-M-8 (aluminium packer)

30 mm

30 mm

40 mm

30 mm

40 mm

30 mm

40 mm

30 mm

40 mm

40 mm

30 mm

30 mm

OPK 16-70-M-6

OPK 16-100-M-6

30 mm

40 mm

OPK 17-100-M-8

OPD 17-115-M-8

OPD 19-150-M-10

35 mm

35 mm

60 mm
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Other possible variants of packers (These other possible variants are in brackets after the name of the packers)

Example of the naming:

OPK  13  -  100  -  M  -  6
Type of packer (OPK)

Outer diameter of the rubber Ø (13)

Packer length (100)

Ended by round head nipple (M)

Thread Size - Inner Screw (6)

Drilled hole Ø 10 mm

OPK 8-90-M-5 30 mm L - - - - - - - - - VK



OPK 13-90-M-6 (L-DG-AM)

OPK 12-110-M-6 (V-DV)

OPD 13-115-M-6 (P6)

OPK 13-110-M-6 (L-T-AM)

OPK 13-100-M-6 (P8)

Example of the naming of packers:

Tel.: +420 556 720 392    Mob.: +420 775 707 312    E-mail: sales@vorek.cz

OPK packers with clamping rubber Ø 8-17, total length 70-1000 mm and screw M5, M6 and M8.

OPD packers with clamping rubber Ø 8-32, total length 80-3000 mm and inner screw M5, M6, M8 and M10.

At customer‘s request we are able to produce:


